NOTES:

1.

8.

APPLICABLE STANDARDS / SPECIFICATIONS:
ANSI Y14.5M-1994, DIMENSIONS AND TOLERANCES.

. MATERIAL: AL. AL.6061-T6/T651 PER AMS-QQ-A200/8.
. THE SOLID MODEL FILE "1407-30-001A.X_T" MAY BE USED

FOR MANUFACTURING AND DIMENSIONAL MEASUREMENTS
PURPOSES , AND SHALL BE USED FOR DEFINITION

OF DIMENSIONS NOT EXPLICITLY SPECIFIED ON THE DRAWING.

FINAL DIMENTIONS INCLUDING REQUIRED COATING.

. REMOVE BURRS AND BREAK SHARP EDGES.

3y 1Y
. SURFACE ROUGHNESS , ( ).

. FILLETS R 0.2 MAX.
. PERFORM HEAT TREATMENT PER AMS 2770E,

THERMAL CYCLING STABILIZATION SUB-ZERO, 3 TIMES
SURFACE FINISH:

8.1. CHEMICAL CONVERSION COATING PER MIL-C-5541 CLASS 3.

8.2. ANODIC COATING NON DYED PER MIL-A-8625, TYPE II, CLASS 1.

VIEW FOR INFORMATION ONLY
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UNLESS OTHERWISE SPECIFIED: FINISH: DO NOT SCALE DRAWING Revison A 14.08.2020

0-30mm +0.1mm
31-120mm  +0.2mm
121 -350mm  *0.4mm
Angles: +0.5°

RODS & HOLES: H12, h12

SEE NOTES
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