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SECTION D-D

¢

©0,8

0,3x45°

v

A

( ¢5,8)

UNLESS OTHERWISE SPECIFIED:

0-30mm +0.1mm
31-120mm  +0.2mm
121 -350mm  *0.4mm
Angles: +0.5°

RODS & HOLES: H12, h12

NAME
DRAWN
CHK'D
APPV'D

MFG
QA

NOTES:
1. APPLICABLE STANDARDS / SPECIFICATIONS PER
ANSI Y14.5M-1982, DIMENSIONING AND TOLERANCING,
ANSI 14.6aM-1981, SCREW THREADS.
2. MATERIAL : ST.ST. AISI 303, COND. A, PER ASTM A582.
3. REMOVE BURRS AND BREAK SHARP EDGES.
4. FILLETS R 0.3 MAX.

1y 08
5. SURFACE ROUGHNESS ( )-

6. SURFACE FINISH: PASSIVATION TREATMENT PER
ASTM A 967, NITRIC-1.

VIEW FOR INFORMATION ONLY

SCALE 5:1

FINISH:
SEE NOTES

DEBUR AND BREAK
SHARP EDGES

DO NOT SCALE DRAWING REVISION A

ALL DIMENSIONS TITLE:
AFTER COATING SCREW-G3
SIGNATURE DATE ROUGHNESS:
DWG NO.
MATERIAL: 1407'20'005

SEE NOTES
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